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Hallingdal 65 by Kvadrat

E

H650110 H650153 H650166 H650180 H650227

H650270 H650370 H650407 H650660 H650694

H650764 H650840

AS/NZS 1530.3
AS/NZS 3837 class 2
BS 5852 Crib 5
BS 5852 ignition source 3
BS 5852 Part 1
EN 1021-1/2
GB 50222 B1 with treatment 
IMO FTP Code 2010:Part 8 
NF D 60 013
NFPA 260
SN 198 898 5.3 with treatment 
UNI 9175 1IM
US Cal. Bull. 117-2013 
ÖNORM B1/Q1

Resistenza al fuoco
Flame resistance

Abrasioni   Abrasion EN ISO 12947 100.000 Martindale

Resistenza alla luce   Lightfastness

Resistenza sfregamento a secco   Fastness to dry rubbing

Pilling   Pilling

ISO 105-B02 Note 5-7

ISO 105-X12 Note 4-5

ISO 12945 Note 3-4

70% New Wool - 30% Viscose

N. Colori   N. Colors 12

more information  www.kvadrat.dk

TESSUTO   FABRIC

Formula “Selected”
“Selected” formula

Materiali e Tessuti
Materials and Fabrics

1:1 Scala  1:1 Scale
I colori delle finiture sono indicativi e potrebbero differire da quelli originali
The colors of the finishes are indicative and may differ from the original


